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ОправкиГидравлические
патроны

Гидравлический патрон

Гидравлический патрон

JIS B6339/ MAS 403 - BT30, 40

JIS B6339/ MAS 403 - BT50

Обозначение d D1 D2 D3 L1 L2 L3 L4 L5 G

BT30-HP06-70 6 26 45 22 70 38 10 30 48 M5×0.8

BT30-HP08-70 8 28 45 24 70 38 10 30 48 M6×1

BT30-HP10-75 10 30 45 26 75 42 10 36 53 M8×1

BT30-HP12-85 12 32 45 28 85 47 10 46 63 M10×1

BT30-HP14-85 14 34 45 30 85 47 10 46 63 M10×1

BT30-HP16-90 16 38 45 34 90 50 10 52 68 M10×1

BT30-HP18-90 18 40 45 36 90 50 10 52 68 M10×1

BT30-HP20-90 20 42 45 38 90 52 10 53 68 M10×1

BT40-HP06-90 6 26 44.5 22 90 38 10 43 63 M5×0.8

BT40-HP08-90 8 28 44.5 24 90 38 10 44.5 63 M6×1

BT40-HP10-90 10 30 44.5 26 90 42 10 44.5 63 M8×1

BT40-HP12-90 12 32 44.5 28 90 47 10 44.5 63 M10×1

BT40-HP14-90 14 34 44.5 30 90 47 10 44.5 63 M10×1

BT40-HP16-90 16 38 50 34 90 50 10 44.5 63 M12×1

BT40-HP18-90 18 40 50 36 90 50 10 45.5 63 M12×1

BT40-HP20-90 20 42 50 38 90 52 10 47.5 63 M16×1

BT40-HP25-100 25 57 62 53 100 58 10 55 73 M16×1

BT40-HP32-105 32 62 - 58 105 62 10 - 78 M16×1

≤ 3μm AD

AD/B
DIN ISO
10897

STANDARD
G 2.5

25.000
-1min

U ≤ 1gmm

JIS B
6339
(MAS 403BT)

≤ 3μm AD

AD/B
DIN ISO
10897

STANDARD
G 2.5

25.000
-1min

U ≤ 1gmm

JIS B
6339
(MAS 403BT)

Обозначение d D D1 L L1 L2 G

BT50-HP06-90 6 26 44.5 90 34 27 M5×0.8

BT50-HP08-90 8 28 44.5 90 34 27 M6×1.0

BT50-HP10-90 10 30 44.5 90 34 32 M8×1.0

BT50-HP12-90 12 32 44.5 90 34 37 M10×1.0

BT50-HP14-90 14 34 44.5 90 34 37 M10×1.0

BT50-HP16-90 16 38 44.5 90 34 42 M12×1.0

BT50-HP18-90 18 40 44.5 90 34 42 M12×1.0

BT50-HP20-90 20 42 44.5 90 34 42 M16×1.0

BT50-HP25-105 25 57 63 105 52 48 M16×1.0

BT50-HP32-115 32 64 75 115 62 55 M16×1.0

BT50-HP06-120 6 26 44.5 120 34 27 M5×0.8

BT50-HP08-120 8 28 44.5 120 34 27 M6×1.0

BT50-HP10-120 10 30 44.5 120 34 32 M8×1.0

BT50-HP12-120 12 32 44.5 120 34 37 M10×1.0

BT50-HP14-120 14 34 44.5 120 34 37 M10×1.0

BT50-HP16-120 16 38 44.5 120 34 42 M12×1.0

BT50-HP18-120 18 40 44.5 120 34 42 M12×1.0

BT50-HP20-120 20 42 44.5 120 34 42 M16×1.0

BT50-HP06-150 6 26 44.5 150 34 27 M5×0.8

BT50-HP08-150 8 28 44.5 150 34 27 M6×1.0

BT50-HP10-150 10 30 44.5 150 34 32 M8×1.0

BT50-HP12-150 12 32 44.5 150 34 37 M10×1.0

BT50-HP14-150 14 34 44.5 150 34 37 M10×1.0

BT50-HP16-150 16 38 44.5 150 34 42 M12×1.0

BT50-HP18-150 18 40 44.5 150 34 42 M12×1.0

BT50-HP20-150 20 42 44.5 150 34 42 M16×1.0

BT50-HP25-150 25 57 63 150 97 48 M16×1.0

BT50-HP32-150 32 64 75 150 97 55 M16×1.0
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Гидравлический патрон
DIN 69871 - SK30,40,50

Обозначение d D D1 L L1 L2 G

SK30-HP06-70 6 26 45 70 20 27 M5x0.8

SK30-HP08-70 8 28 45 70 20 27 M6x1.0

SK30-HP10-75 10 30 45 75 21 32 M8x1.0

SK30-HP12-85 12 32 45 85 40 37 M10x1.0

SK30-HP14-85 14 34 45 85 22 37 M10x1.0

SK30-HP16-90 16 38 45 90 50 42 M6x1.0

SK30-HP18-90 18 40 45 90 50 42 M10x1.0

SK30-HP20-90 20 42 45 90 50 42 M6x1.0

SK40-HP06-80.5 6 26 49.5 80.5 30 27 M5x0.8

SK40-HP08-80.5 8 28 49.5 80.5 30 27 M6x1.0

SK40-HP10-80.5 10 30 49.5 80.5 31 32 M8x1.0

SK40-HP12-80.5 12 32 49.5 80.5 31.5 37 M10x1.0

SK40-HP16-80.5 16 38 49.5 80.5 33 42 M12x1.0

SK40-HP20-80.5 20 42 49.5 80.5 34 42 M16x1.0

SK40-HP25-80.5 25 55 66 80.5 22 48 M16x1.0

SK40-HP32-80.5 32 63 80 80.5 25.5 55 M16x1.0

SK40-HP06-110 6 26 49.5 110 29.5 27 M5x0.8

SK40-HP08-110 8 28 49.5 110 30 27 M6x1.0

SK40-HP10-110 10 30 49.5 110 31 32 M8x1.0

SK40-HP12-110 12 32 49.5 110 31.5 37 M10x1.0

SK40-HP16-110 16 38 49.5 110 33 42 M12x1.0

SK40-HP20-110 20 42 49.5 110 34 42 M16x1.0

SK50-HP06-80.5 6 26 49.5 80.5 30 27 M5x0.8

SK50-HP08-80.5 8 28 49.5 80.5 30 27 M6x1.0

SK50-HP10-80.5 10 30 49.5 80.5 32 32 M8x1.0

SK50-HP12-80.5 12 32 49.5 80.5 35 37 M10x1.0

SK50-HP16-80.5 16 38 49.5 80.5 40 42 M12x1.0

SK50-HP20-80.5 20 42 49.5 80.5 40 42 M16x1.0

≤ 3μm AD

AD/B

STANDARD
G 2.5

25.000
-1min

U ≤ 1gmm

DIN
69871

-SK
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ОправкиГидравлические
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Гидравлический патрон
DIN 69893/ ISO 12164 - HSK FORM A

Обозначение d D D1 D2 L1 L2 L3 L4 L5 G

HSK63A-HP06-70 6 26 50 22 70 38 10 24 44 M5×0.8

HSK63A-HP08-70 8 28 50 24 70 38 10 25 44 M6×1

HSK63A-HP10-80 10 30 50 26 80 42 10 35 54 M8×1

HSK63A-HP12-85 12 32 50 28 85 47 10 40 59 M10×1

HSK63A-HP14-85 14 34 50 30 85 47 10 40 59 M10×1

HSK63A-HP16-90 16 38 50 34 90 50 10 46 64 M10×1

HSK63A-HP18-90 18 40 50 36 90 50 10 47 64 M10×1

HSK63A-HP20-90 20 42 50 38 90 52 10 48 64 M10×1

HSK63A-HP25-120 25 57 62 53 120 58 10 59 94 M16×1

HSK63A-HP32-125 32 62 ~ 58 125 62 10 ~ 99 M16×1

HSK63A-HP06-150 6 26 50 22 150 38 10 103 124 M5×0.8

HSK63A-HP08-150 8 28 50 24 150 38 10 104 124 M6×1

HSK63A-HP10-150 10 30 50 26 150 42 10 104 124 M8×1

HSK63A-HP12-150 12 32 50 28 150 47 10 105 124 M10×1

HSK63A-HP14-150 14 34 50 30 150 47 10 105 124 M10×1

HSK63A-HP16-150 16 38 50 34 150 50 10 106 124 M12×1

HSK63A-HP18-150 18 40 50 36 150 50 10 107 124 M12×1

HSK63A-HP20-150 20 42 50 38 150 52 10 108 124 M16×1

HSK100A-HP06-75 6 26 50 22 75 38 10 26 46 M5×0.8

HSK100A-HP08-75 8 28 50 24 75 38 10 26 46 M6×1

HSK100A-HP10-90 10 30 50 26 90 42 10 42 61 M8×1

HSK100A-HP12-95 12 32 50 28 95 47 10 47 66 M10×1

HSK100A-HP14-95 14 34 50 30 95 47 10 47 66 M10×1

HSK100A-HP16-100 16 38 50 34 100 50 10 53 71 M12×1

HSK100A-HP18-100 18 40 50 36 100 50 10 53 71 M12×1

HSK100A-HP20-105 20 42 50 38 105 52 10 59 76 M16×1

HSK100A-HP25-110 25 57 63 53 110 58 10 62 81 M16×1

HSK100A-HP32-110 32 62 70 58 110 62 10 62 81 M16×1

AD

AD/B

STANDARD
G 2.5

25.000
-1min

U ≤ 1gmm

DIN
69893

DIN ISO
12164
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ОправкиГидравлические
патроны

Гидравлический патрон

Гидравлический патрон

Гидравлический патрон

DIN 69893/ ISO 12164 - HSK FORM C

 DIN 69893/ ISO 12164 - HSK FORM F

DIN 69893/ ISO 12164 - HSK FORM E

Обозначение d D D1 L L1 L2 G

HSK32C-HP6-65 6 26 32 65 30 27 M5x0.8

HSK32C-HP8-70 8 28 32 70 34 27 M6x1.0

HSK32C-HP10-75 10 30 32 75 39 32 M6x1.0

HSK32C-HP12-80 12 32 32 80 - 37 M6x1.0

HSK32C-HP6-60 6 26 40 60 36 27 M5x0.8

HSK32C-HP8-60 8 28 40 60 36 27 M6x1.0

HSK32C-HP10-65 10 30 40 65 41 32 M6x1.0

HSK32C-HP12-70 12 32 40 70 47 37 M6x1.0

HSK50C-HP6-60 6 26 50 60 30 27 M5x0.8

HSK50C-HP8-60 8 28 50 60 30 27 M6x1.0

HSK50C-HP10-65 10 30 50 65 35 32 M8x1.0

HSK50C-HP12-75 12 32 50 75 44 37 M10x1.0

HSK50C-HP14-75 14 34 50 75 46 37 M10x1.0

HSK50C-HP16-80 16 38 50 80 51 42 M12x1.0

HSK50C-HP18-80 18 40 50 80 51 42 M12x1.0

HSK50C-HP20-80 20 42 50 80 48 42 M16x1.0

HSK63C-HP6-60 6 26 63 60 25 27 M5x0.8

HSK63C-HP8-60 8 28 63 60 25 27 M6x1.0

HSK63C-HP10-65 10 30 63 65 31 32 M8x1.0

HSK63C-HP12-75 12 32 63 75 41 37 M10x1.0

HSK63C-HP14-75 14 34 63 75 40 37 M10x1.0

HSK63C-HP16-80 16 38 63 80 48 42 M12x1.0

HSK63C-HP18-80 18 40 63 80 47 42 M12x1.0

HSK63C-HP20-80 20 42 63 80 49 42 M16x1.0

HSK63C-HP25-95 25 57 63 95 63 48 M16x1.0

HSK63C-HP32-100 32 63 63 100 - 55 M16x1.0

Обозначение d D D1 L L1 L2 G

HSK40E-HP6-70 6 26 34 70 36 27 M5x0.8

HSK40E-HP8-70 8 28 34 70 36 27 M6x1.0

HSK40E-HP10-75 10 30 34 75 42 32 M6x1.0

HSK40E-HP12-80 12 32 34 80 48 37 M6x1.0

HSK50E-HP6-70 6 26 40 70 28 27 M5x0.8

HSK50E-HP8-70 8 28 40 70 28 27 M6x1.0

HSK50E-HP10-75 10 30 40 75 34 32 M8x1.0

HSK50E-HP12-85 12 32 40 85 44 37 M10x1.0

HSK50E-HP16-90 16 38 53 90 30 42 M12x1.0

HSK50E-HP20-90 20 42 60 90 29 42 M16x1.0

Обозначение d1 D1 D2 L L1 L2 G

HSK63F-HP20-85 20 42 50 85 46 42 M12x1.0

AD

AD/B

STANDARD
G 2.5

25.000
-1min

U ≤ 1gmm

DIN
69893

DIN ISO
12164

AD

AD/B

STANDARD
G 2.5

25.000
-1min

U ≤ 1gmm

DIN
69893

DIN ISO
12164
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Гидравлическая цанга

Обозначение d D1 D2 L L2

HP12-3 3 12 19 47 2

HP12-4 4 12 19 47 2

HP12-5 5 12 19 47 2

HP12-6 6 12 19 47 2

HP12-7 7 12 19 47 2

HP12-8 8 12 19 47 2

HP20-3 3 20 27 52.5 2

HP20-4 4 20 27 52.5 2

HP20-5 5 20 27 52.5 2

HP20-6 6 20 27 52.5 2

HP20-7 7 20 27 52.5 2

HP20-8 8 20 27 52.5 2

HP20-9 9 20 27 52.5 2

HP20-10 10 20 27 52.5 2

HP20-11 11 20 27 52.5 2

HP20-12 12 20 27 52.5 2

HP20-13 13 20 27 52.5 2

HP20-14 14 20 27 52.5 2

HP20-15 15 20 27 52.5 2

HP20-16 16 20 27 52.5 2

HP32-6 6 32 39 63.5 3

HP32-8 8 32 39 63.5 3

HP32-10 10 32 39 63.5 3

HP32-12 12 32 39 63.5 3

HP32-14 14 32 39 63.5 3

HP32-16 16 32 39 63.5 3

HP32-18 18 32 39 63.5 3

HP32-20 20 32 39 63.5 3

HP32-25 25 32 39 63.5 3
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ОправкиГидравлические
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Гидравлическая цанга, с подачей СОЖ

Обозначение d D1 D2 L L2

HP12-3C 3 12 19 47 2

HP12-4C 4 12 19 47 2

HP12-5C 5 12 19 47 2

HP12-6C 6 12 19 47 2

HP12-7C 7 12 19 47 2

HP12-8C 8 12 19 47 2

HP20-3C 3 20 27 52.5 2

HP20-4C 4 20 27 52.5 2

HP20-5C 5 20 27 52.5 2

HP20-6C 6 20 27 52.5 2

HP20-7C 7 20 27 52.5 2

HP20-8C 8 20 27 52.5 2

HP20-9C 9 20 27 52.5 2

HP20-10C 10 20 27 52.5 2

HP20-11C 11 20 27 52.5 2

HP20-12C 12 20 27 52.5 2

HP20-13C 13 20 27 52.5 2

HP20-14C 14 20 27 52.5 2

HP20-15C 15 20 27 52.5 2

HP20-16C 16 20 27 52.5 2

HP20-17C 17 20 27 52.5 2

HP32-6C 6 32 39 63.5 3

HP32-8C 8 32 39 63.5 3

HP32-10C 10 32 39 63.5 3

HP32-12C 12 32 39 63.5 3

HP32-14C 14 32 39 63.5 3

HP32-16C 16 32 39 63.5 3

HP32-18C 18 32 39 63.5 3

HP32-20C 20 32 39 63.5 3

HP32-25C 25 32 39 63.5 3


